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SECURITY HANDBAG SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATION

The present application is related to prior provisional
application Ser. No. 60/502,677, filed Sep. 12, 2003, entitled
“SECURITY HANDBAG SYSTEM”, from which priority
is claimed, the contents of which are incorporated herein by
this reference and are not admitted to be prior art with
respect to the present invention by the mention in this
cross-reference section.

BACKGROUND

This invention relates to providing a system for reducing
theft of valuables carried in a handbag, more specifically, a
woman’s purse.

Typically, a woman transports a purse by holding it
adjacent the body or using a shoulder carrying strap to
suspend the purse over the shoulder and adjacent the body.
There are a growing number of thieves that prefer to steal
such purses by grabbing the shoulder straps, snatching the
purse and running off, thereby taking the valuables within
the purse with them.

It would be useful to provide a purse that assists protect-
ing the user and valuables.

OBIJECTS AND FEATURES OF THE
INVENTION

A primary object and feature of the present invention is to
provide a system for improving the protection of valuables
carried in a purse.

It is a further object and feature of the present invention
to provide such a system that provides a secured purse
portion within the purse.

It is a further object and feature of the present invention
to provide such a system wherein the secured portion is
attached to the user and wherein the secured portion sepa-
rates from the purse upon extraordinary pulling away of the
purse.

It is a further object and feature of the present invention
to provide such a system wherein accessing the internal
portion of the purse provides access to the secured portion.

A further primary object and feature of the present inven-
tion is to provide such a system that is efficient, inexpensive,
and handy. Other objects and features of this invention will
become apparent with reference to the following descrip-
tions.

SUMMARY OF THE INVENTION

In accordance with a preferred embodiment of the present
invention this invention provides a security handbag system
for assisting in the secure transport of user-selected contents
comprising, in combination: at least one first container
means for containing at least one first portion of the user-
selected contents; and at least one second container means,
having at least one interior first side and at least one exterior
second side, removably coupled to such at least one first
container means for containing at least one second portion of
the user-selected contents; wherein such at least one first
container means comprises, at least one exterior side por-
tion; at least one accessible interior pocket; and at least one
access means for providing access to such at least one
accessible interior pocket; wherein such at least one acces-
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sible interior pocket further comprises at least one cavity
means, located on one of such at least one exterior side
portion, for containing such at least one interior first side;
and wherein such at least one first container means com-
prises removable coupling means for removably coupling
such at least one first container means with such at least one
second container means; wherein such at least one interior
first side is contained within such at least one cavity means
when such at least one second container means is coupled to
such at least one first container means; wherein such at least
one interior first side is accessible from such at least one
accessible interior pocket when such at least one second
container means is coupled to such at least one first container
means; wherein such at least one exterior second side
comprises first attachment means for attaching such second
container means to a user; and wherein extraordinary pulling
of such first container means causes such second container
means, when attached to a user, to uncouple from such first
container means.

Furthermore, it provides such a security handbag wherein
such at least one first container means further comprises
shoulder carrying means for assisting shoulder carrying of
such at least one first container means. Additionally, it
provides such a security handbag wherein such at least one
interior first side comprises holding means for holding the at
least one second portion of contents. Also, it provides such
a security handbag wherein such first attachment means
comprises looping means for assisting attachment to a user’s
belt. In addition, it provides such a security handbag wherein
such at least one access means comprises at least one closure
means for closing such at least one access means. And, it
provides such a security handbag wherein such removable
coupling means comprises hook and loop fabric.

In accordance with another preferred embodiment hereof,
this invention provides a security handbag system for assist-
ing in the secure transport of user-selected contents com-
prising, in combination: at least one first container adapted
to contain at least one first portion of the user-selected
contents; and at least one second container, having at least
one interior first side and at least one exterior second side,
removably coupled to such at least one first container
adapted to contain at least one second portion of the user-
selected contents; wherein such at least one first container
comprises, at least one exterior side portion; at least one
accessible interior pocket; and at least one access structured
and arranged to provide access to such at least one accessible
interior pocket; wherein such at least one accessible interior
pocket further comprises at least one cavity, located on one
of such at least one exterior side portion, for containing such
at least one interior first side; and wherein such at least one
first container comprises at least one removable coupler to
removably couple such at least one first container with such
at least one second container; wherein such at least one
interior first side is contained within such at least one cavity
when such at least one second container is coupled to such
at least one first container; wherein such at least one interior
first side is accessible from such at least one accessible
interior pocket when such at least one second container is
coupled to such at least one first container; wherein such at
least one exterior second side comprises at least one first
attacher to attach such at least one second container to a
user; and wherein extraordinary pulling of such at least one
first container causes such at least one second container,
when attached to a user, to uncouple from such at least one
first container.

Further, it provides such a security handbag wherein such
at least one first container further comprises at least one
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shoulder carrying element structured and arranged to assist
shoulder carrying of such at least one first container. Even
further, it provides such a security handbag wherein such at
least one interior first side comprises at least one holder to
hold the at least one second portion of contents. Moreover,
it provides such a security handbag wherein such at least one
first attacher comprises at least one loop adapted to assist
attachment of such at least one second container to a user’s
belt. Additionally, it provides such a security handbag
wherein such at least one access comprises at least one
closure adapted to close such at least one access. Also, it
provides such a security handbag wherein such at least one
holder comprises a plurality of pockets.

In addition, it provides such a security handbag wherein
such plurality of pockets comprises at least one pocket
structured and arranged to hold at least one credit card. And,
it provides such a security handbag wherein such plurality of
pockets comprises at least one pocket structured and
arranged to hold a self-defense weapon. Further, it provides
such a security handbag wherein such plurality of pockets
comprises at least one cellular phone pocket structured and
arranged to hold a cellular phone. Even further, it provides
such a security handbag wherein: such at least one remov-
able coupler comprises at least one first coupler on such at
least one first container and at least one second coupler on
such at least one second container; and wherein such at least
one first coupler couples to such at least one second coupler.

Even further, it provides such a security handbag wherein
such at least one first coupler and such at least one second
coupler comprises hook and loop fabric. Even further, it
provides such a security handbag wherein such at least one
first attacher comprises at least one quick-connect fastener
adapted to secure such at least one second container to a
user. Even further, it provides such a security handbag
wherein such at least one closure is a zippered closure.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a perspective view of the security handbag
system according to a preferred embodiment of the present
invention.

FIG. 2 shows a perspective view of the security handbag
system of FIG. 1.

FIG. 3 shows an exploded perspective view of the security
handbag system of FIG. 1.

FIG. 4 shows a sectional view through section 4—4 of
FIG. 3.

FIG. 5 shows a perspective view of a second purse portion
of the purse of FIG. 2.

FIG. 6 shows a sectional view through section 6—6 of
FIG. 2.

DETAILED DESCRIPTION OF THE BEST
MODE AND PREFERRED EMBODIMENTS OF
THE INVENTION

FIG. 1 shows a perspective view of the security handbag
system 100 according to a preferred embodiment of the
present invention. FIG. 2 shows a perspective view of the
security handbag system 100 of FIG. 1. Preferably, the
security handbag system 100 comprises a handbag such as
purse 102 (embodying herein at least one first container
means for containing at least one first portion of the user-
selected contents; and embodying herein at least one first
container adapted to contain at least one first portion of the
user-selected contents), as shown. Preferably, the purse 102
is made of leather or other durable product. Preferably, the
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purse 102 comprises a shoulder strap 104 (embodying herein
wherein such at least one first container means further
comprises shoulder carrying means for assisting shoulder
carrying of such at least one first container means; and,
embodying herein wherein such at least one first container
further comprises at least one shoulder carrying element
structured and arranged to assist shoulder carrying of such at
least one first container), preferably leather, that is used to
carry the purse 102 in a typical manner with the strap 104
over the shoulder and the purse 102 under the shoulder, as
shown. Upon reading the teachings of this specification,
those with ordinary skill in the art will now understand that,
under appropriate circumstances, considering such issues as
economic consideration, user preference, material availabil-
ity, durability, climate, country of use, etc., other materials
for the purse and purse strap, such as nylon, plastic, fabric,
metals, woven textiles, etc., may suffice.

Preferably, the shoulder strap 104 is adjustable in length,
most preferably utilizing a buckle 106 to adjust the strap 104
length such that the purse 102 is situate adjacent the users
waist 156, as shown. Preferably, the purse 102 comprises
two distinct purse portions, a first purse portion 108 and a
second purse portion 110. Preferably, the first purse portion
108 is a “decoy” purse portion and the second purse portion
110 is a secured purse portion, as shown.

Preferably, the first purse portion 108 comprises at least
two exterior sides, an integral “normal” appearing side 112
and a side 114 (embodying herein wherein such at least one
first container means comprises at least one exterior side
portion; and embodying herein wherein such at least one
first container comprises at least one exterior side portion)
comprising a second purse portion 110, as shown. Prefer-
ably, the second purse portion 110 is removably coupled to
the first purse portion 108, as shown (embodying herein
wherein such at least one first container means comprises
removable coupling means for removably coupling such at
least one first container means with such at least one second
container means; and, embodying herein wherein such at
least one first container comprises at least one removable
coupler to removably couple such at least one first container
with such at least one second container).

FIG. 3 shows an exploded perspective view of the security
handbag system 100 of FIG. 1. FIG. 4 shows a sectional
view Through section 4—4 of FIG. 3. Preferably, the first
purse portion 108 comprises a cavity 116 that is sized to
accept and contain the second purse portion 110, when
removably coupled, as shown (embodying herein wherein
such at least one interior first side is contained within such
at least one cavity means when such at least one second
container means is coupled to such at least one first container
means; and, embodying herein wherein such at least one
interior first side is contained within such at least one cavity
when such at least one second container is coupled to such
at least one first container). Preferably, the second purse
portion 110 is removably coupled to the first purse portion
108 using a hook and loop fabric 118 (for example, Vel-
cro®), as shown (embodying herein wherein such remov-
able coupling means comprises hook and loop fabric; and,
embodying herein wherein such at least one first coupler and
such at least one second coupler comprises hook and loop
fabric). Preferably, the loop fabric is permanently attached to
the exterior of side 114, most preferably adjacent the perim-
eter 122 of cavity 116, as shown. Preferably, the loop fabric
118 encircles the perimeter 122 such that when coupled with
the second purse portion 110 a seal is formed to resist
foreign matter (such as, for example, dirt and rain) from
entering the cavity 116. Upon reading the teachings of this
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specification, those with ordinary skill in the art will now
understand that, under appropriate circumstances, consider-
ing such issues as, user preference, preferred manufacture
techniques, economic considerations, etc., other removable
coupling means, such as snaps, removable adhesive, remov-
able mechanical attachment, etc., may suffice.

Preferably, the second purse portion 110 comprises an
interior portion 128 and an exterior portion 130, as shown
(the above described arrangement of the second purse por-
tion 110 embodies herein at least one second container
means, having at least one interior first side and at least one
exterior second side, removably coupled to such at least one
first container means for containing at least one second
portion of the user-selected contents; and embodies herein at
least one second container, having at least one interior first
side and at least one exterior second side, removably
coupled to such at least one first container adapted to contain
at least one second portion of the user-selected contents).
Preferably, the interior portion 128 comprises hook fabric
124, preferably complimentary to the loop fabric such that
the hook fabric 124 and loop fabric 118 will couple together
when pressed together (this arrangement embodies herein
wherein such at least one removable coupler comprises at
least one first coupler on such at least one first container and
at least one second coupler on such at least one second
container; and, wherein such at least one first coupler
couples to such at least one second coupler). Preferably, the
hook fabric 124 is permanently attached near the perimeter
of the interior portion 128 of the second purse portion 110,
as shown. Preferably, such permanent attachment is stitch-
ing, however, under appropriate circumstances, adhesive
attachment may suffice. Most preferably, there is a slight
overhang of purse material 132, preferably leather, prefer-
ably about one-quarter to one-half inch wide, that assists in
sealing the first purse portion 108 and second purse portion
110 when coupled.

It is noted that upon reading the teachings of this speci-
fication, those with ordinary skill in the art will now under-
stand that, under appropriate circumstances, considering
such issues as economics, durability, purse material, etc.,
other methods of coupling first purse portion 108 and second
purse portion 110, such as variations of the hook and loop
fabric arrangements and placement, etc., may suffice.

FIG. 5 shows a perspective view of the second purse
portion 110 of the purse 102 of FIG. 2. FIG. 6 shows a
sectional view through section 6—6 of FIG. 2. Preferably,
the interior portion 128 of the second purse portion 110
holds the purse 102 valuables. Preferably, such valuables
include credit cards, money, cell phone, etc. Preferably, the
interior portion 128 comprises a plurality of pockets 134
(embodying herein wherein such at least one interior first
side comprises holding means for holding the at least one
second portion of contents; and, embodying herein wherein
such at least one interior first side comprises at least one
holder to hold the at least one second portion of contents;
and, also embodying herein wherein such at least one holder
comprises a plurality of pockets), most preferably a set of
credit card pockets 136 (embodying herein wherein such
plurality of pockets comprises at least one pocket structured
and arranged to hold at least one credit card), accessory
pockets 138, a defensive weapon pocket 140 (embodying
herein wherein such plurality of pockets comprises at least
one pocket structured and arranged to hold a self-defense
weapon), preferably for a chemical defensive spray 144 and
a cell phone pocket 142 (embodying herein wherein such
plurality of pockets comprises at least one cellular phone
pocket structured and arranged to hold a cellular phone),
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preferably for a cell phone 146, as shown. Upon reading the
teachings of this specification, those with ordinary skill in
the art will now understand that, under appropriate circum-
stances, considering such issues as economic consideration,
user preference, material availability, durability, climate,
country of use, etc., other pocket arrangements, such as
more or less pockets, larger or smaller pockets, cash pockets,
etc., may suffice.

Preferably, the exterior portion 130 comprises an attacher
150 (embodying herein wherein such at least one exterior
second side comprises first attachment means for attaching
such second container means to a user; and, embodying
herein wherein such at least one exterior second side com-
prises at least one first attacher to attach such at least one
second container to a user) for attaching the second purse
portion 110 to a security handbag user 156 (see FIG. 1).
Preferably, the attacher 150 is a belt loop 152, as shown.
Preferably, a user places a belt 154 through the belt loop 152
(embodying herein wherein such first attachment means
comprises looping means for assisting attachment to a user’s
belt; and, embodying herein wherein such at least one first
attacher comprises at least one loop adapted to assist attach-
ment of such at least one second container to a user’s belt)
and around the users waist 158 to provide a quick-connect
sturdy attachment of the second purse portion 110 to the user
156 (embodying herein wherein such at least one first
attacher comprises at least one quick-connect fastener
adapted to secure such at least one second container to a
user). It is noted that upon reading the teachings of this
specification, those with ordinary skill in the art will now
understand that, under appropriate circumstances, consider-
ing such issues as user preferences, economic consider-
ations, material preferences, country of use, etc., other
methods of attaching the second purse portion 110 to a
security handbag user 156, such as using a different quick-
connect fastener, for example, a carabiner, etc., may suffice.

Preferably, the first purse portion 108 comprises a first
internal pocket 160 (embodying herein wherein such at least
one first container means comprises at least one accessible
interior pocket) and most preferably, a second internal
pocket 162, as shown. Preferably, the first internal pocket
160 is accessed from the top 164 of the purse 102, preferably
through an access opening 166 (embodying herein at least
one access means for providing access to such at least one
accessible interior pocket; and, embodying herein at least
one access structured and arranged to provide access to such
at least one accessible interior pocket), as shown. Preferably,
the access opening 166 is closable using a zippered closure
168 (embodying herein wherein such at least one access
means comprises at least one closure means for closing such
at least one access means; and, embodying herein wherein
such at least one access comprises at least one closure
adapted to close such at least one access; and, embodying
herein wherein such at least one closure is a zippered
closure), as shown. Upon reading the teachings of this
specification, those with ordinary skill in the art will now
understand that, under appropriate circumstances, consider-
ing such issues as economic consideration, user preference,
material availability, durability, climate, country of use,
design preference, etc., other methods of closing the purse,
such as spring purse closures, snaps, buttons, etc., may
suffice. Furthermore, upon reading the teachings of this
specification, those with ordinary skill in the art will now
understand that, under appropriate circumstances, consider-
ing such issues as economics, user preference, design pref-
erence, etc., other pocket arrangements, such as additional
pockets, pockets with side access, etc., may suffice.















